


















Thermal Molded, UV-Coated, Patent Pending Waterproof Composite 

Radial Zip Ring (RZR) Cone For Expanded High Frequency Reproduction

Shorting Ring Utilized In Motor Structure For Far-Field Performance

Integrated RGB LED Lighting (Fixed or Audio Sensing)

RPM-RGBLC Multi-Function RGB LED Lighting Remote Control Available

Paper Cone 

RPM Vega Marine High Output Speaker System (Pair)

High Temp Injection Molded Composite Basket With Proprietary Wire
Management System
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VM65&VM8  SPECIAL FEATURES

SM52&SM65&SM8 SPECIAL FEATURES

3-Way 25mm Titanium Dome Tweeter Speaker System(Pair) 

 IP65 Marine Grade Compliant Speci�cations, 100% UV Stable 

Ultra Small Neodymium Motor Structure With Max Xmax Suspension 

Design Ideal For Motorcycle Fairings

Integrated RGB LED Lighting/RPM-RGBLC Multi-Function RGB LED Lighting 

Remote Control Available 

Radial Zip Ring (RZR) Cone For Expanded High Frequency Reproduction 

High Temp Injection Molded Composite Basket With Proprietary Wire 

Management System 

Thermal Molded, UV-Coated, Patent Pending Waterproof Composite Paper Cone  
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Model VM65 VM8 SM52 SM65 SM8

Nominal Diameter - inch 
(mm) 

6.5
(165)

8
(203)

5.25 
(133)

6.5 
(165)

8 
(203)

Description 2-Way 2-Way 3-Way 3-Way 3-Way

Nominal Impedance (Ohms) 4Ω 4Ω 4Ω 4Ω 4Ω

Frequency Response (Hz) 40-20kHz 35-20kHz 45-23kHz 40-23kHz 35-23kHz

Voice Coil Diameter - inch 
(mm)

1.0 
(25.4)

1.2 
(30.55)

1.0 
(25.4)

1.0  
(25.4)

1.2  
(30.55)

Power Handling - Watts 
(RMS/Peak)

60/250 75/300 50/250 75/400 100/500

Fs - Free Air Resonance (Hz) 65 55 90 80 60

Qts 0.802 0.682 0.616 0.607 0.849

Vas - cu. ft. 
(Liter)

 0.3  
(8.5)

0.724 
(20.5)

0.106 
(3.0)

0.159
(4.5)

0.689 
(19.5)

Sensitivity (1W/1M) 93dB 94dB 93dB 94dB 95dB

Sensitivity (2.83V/1M) 96dB 97dB 96dB 97dB 98dB

Xmax - inch 
(mm)

0.16 
(4)

0.2 
(5)

0.16 
(4)

0.16 
(4)

0.2  
(5)

Mounting Diameter
5.27

(134) 
7.0 

(178) 
4.6 

(117) 
5.27 

(134)
7.0 

(178)

Mounting Depth
2.2 
(56)

2.97 
(75.5)

2.28 
(58)

2.28 
(58)

3.03 
(77)

Grille/Trim Ring YES YES YES YES YES
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Thermal Molded, UV-Coated, Patent Pending Waterproof Composite 

Radial Zip Ring (RZR) Cone For Expanded High Frequency Reproduction

Shorting Ring Utilized In Motor Structure For Far-Field Performance

Integrated RGB LED Lighting (Fixed or Audio Sensing)

RPM-RGBLC Multi-Function RGB LED Lighting Remote Control Available

Paper Cone 

RPM Vega Marine High Output Speaker System (Pair)

High Temp Injection Molded Composite Basket With Proprietary Wire
Management System
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VM65&VM8  SPECIAL FEATURES

SM52&SM65&SM8 SPECIAL FEATURES

3-Way 25mm Titanium Dome Tweeter Speaker System(Pair) 

 IP65 Marine Grade Compliant Speci�cations, 100% UV Stable 

Ultra Small Neodymium Motor Structure With Max Xmax Suspension 

Design Ideal For Motorcycle Fairings

Integrated RGB LED Lighting/RPM-RGBLC Multi-Function RGB LED Lighting 

Remote Control Available 

Radial Zip Ring (RZR) Cone For Expanded High Frequency Reproduction 

High Temp Injection Molded Composite Basket With Proprietary Wire 

Management System 

Thermal Molded, UV-Coated, Patent Pending Waterproof Composite Paper Cone  










